Table No 1

	Type
	Diamètre de la petite poulie
	R.P.M.
	Force de déflexion (Lbs)

	
	
	
	Courroie non-rainurée
	Courroie rainurée

	
	
	
	Usagée
	Neuve
	Usagée
	Neuve

	A, AX
	3.0 - 3.6
	1000 - 2500

2501 - 4000
	3.7

2.8
	5.5

4.2
	4.1

3.4
	6.1

5.0

	
	3.8 - 4.8
	1000 - 2500

2501 - 4000
	4.5

3.8
	6.8

5.7
	5.0

4.3
	7.4

6.4

	
	5.0 - 7.0
	1000 - 2500

2501 - 4000
	5.4

4.7
	8.0

7.0
	5.7

5.1
	9.4

7.6

	B, BX
	3.4 - 4.2
	860 - 2500

2501 - 4000
	
	
	4.9

4.2
	7.2

6.2

	
	4.4 - 5.6
	860 - 2500

2501 - 4000
	5.3

4.5
	7.9

6.7
	7.1

7.1
	10.5

9.1

	
	5.8 - 8.6
	860 - 2500

2501 - 4000
	6.3

6.0
	9.4

8.9
	8.5

7.3
	12.6

10.9

	C, CX
	7.0 - 9.0
	500 - 1740

1741 - 3000
	11.5

9.4
	17.0

13.8
	14.7

11.9
	21.8

17.5

	
	9.5 –16.0
	500 - 1740

1741 - 3000
	14.1

12.5
	21.0

18.5
	15.9

14.6
	23.5

21.6

	D, DX
	12.0 - 16.0
	200 - 850

851 - 1500
	24.9

21.2
	37.0

31.3
	
	

	
	18.0 - 20.0
	200 - 850

851 - 1500
	30.4

25.6
	45.2

38.0
	
	

	3v, 3vx
	2.2 - 2.4
	1000 - 2500

2501 - 4000
	
	
	3.3

2.9
	4.9

4.3

	
	2.65 - 3.65
	1000 - 2500

2501 - 4000
	3.6

3.0
	5.1

4.4
	4.2

3.8
	6.2

5.6

	
	4.12 - 6.90
	1000 - 2500

2501 - 4000
	4.9

4.4
	7.3

6.6
	5.3

4.9
	7.9

7.3

	5V, 5VX
	4.4 - 6.7
	500 - 1749

1750 - 3000

3001 - 4000
	
	
	10.2

8.8

5.6
	15.2

13.2

8.4

	
	7.1 – 10.9
	500 - 1740

1741 - 3000
	12.7

11.2
	18.9

16.7
	14.8

13.7
	22.1

20.1

	
	11-8 - 16.0
	500 - 1740

1741 - 3000
	15.5

14.6
	23.4

21.8
	17.1

16.8
	25.5

25.0

	8V
	12.5 - 17.0
	200 - 850

851 - 1500
	33.0

26.8
	49.3

39.9
	
	

	
	18.0 - 22.4
	200 - 850

851 - 1500
	39.6

35.3
	59.2

52.7
	
	


